
fns1200/u 
Universal sensor - Kit

Occupancy - when used with a latched switch
Absence - when used with a retractive switch

fns1000/u
Switch - Kit

Latching action - when used with a latched switch
Toggle action - when used with a retractive switch

fns1400/u
Universal sensor with daylight 
dependency - Kit

Occupancy - when used with a latched switch
Absence - when used with a retractive switch

fns1400
Occupancy with daylight 
dependency sensor - Kit

fns1200
Occupancy sensor - Kit

fnc1000/u 
control pack for 
non-dimming

Plugging straight into any suitably supplied eZeBox Unit the flex7 Series 1000 Universal Control Kits provide an extensive choice 
of ON/OFF control philosophies. Because all kits are made up from a pool of the same common elements, your control can easily 
be altered at any stage simply by adding or removing components. Kit components are also available to order separately as well as 
many extras such as a Setup or a User Remote Control, alternative lead lengths and, if more occupancy coverage is required, Slave 
Occupancy Heads that can be plugged-in in parallel (up to 5 slaves max.) with the existing sensor head.

Note that all flex7 controls operate at PELV (protected extra low voltage) so using our Switch Drops, unlike mains switching, means that 
cables can be set at any depth within the wall, will not require enclosing in an earthed metallic covering nor will the circuit require the 
added protection of an RCD for that purpose. (see IET Wiring Regulations 17th Edition BS7671: 2008 incorporating Amendment No 1: 
2011). 
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